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The application shall provide the esti-
mated recoverable reserves as well as
any available alternate drainage points
which might be used to produce the
reservoirs separately.

(b) For a competitive reservoir, no-
tice of intent to submit the application
shall be sent by the applicant to all
other lessees having an interest in the
reservoir prior to submitting the appli-
cation to the Regional Supervisor.

(c) The application shall specify the
well-completion number to be used for
subsequent reporting purposes.

§ 250.1107 Enhanced oil and gas recov-
ery operations.

(a) The lessee shall timely initiate
enhanced oil and gas recovery oper-
ations for all competitive and non-
competitive reservoirs where such op-
erations would result in an increased
ultimate recovery of oil or gas under
sound engineering and economic prin-
ciples.

(b) A proposed plan for pressure
maintenance, secondary and tertiary

recovery, cycling, and similar recovery
operations to increase the ultimate re-
covery of oil and/or gas from a res-
ervoir shall be submitted to the Re-
gional Supervisor for approval before
such operations are initiated.

(c) Periodic reports of the volumes of
oil, gas, or other substances injected,
produced, or reproduced shall be sub-
mitted as required by the Regional Su-
pervisor.

Subpart L—Oil and Gas Produc-
tion Measurement, Surface
Commingling, and Security

SOURCE: 63 FR 26370, May 12, 1998, unless
otherwise noted. Redesignated at 63 FR 29479,
May 29, 1998.

§ 250.1200 Question index table.

The table in this section lists ques-
tions concerning Oil and Gas Produc-
tion Measurement, Surface Commin-
gling, and Security.

Frequently asked questions CFR citation

1. What are the requirements for measuring liquid hydrocarbons? ................................................................. § 250.1202(a)
2. What are the requirements for liquid hydrocarbon royalty meters? ............................................................. § 250.1202(b)
3. What are the requirements for run tickets? .................................................................................................. § 250.1202(c)
4. What are the requirements for liquid hydrocarbon royalty meter provings? ................................................ § 250.1202(d)
5. What are the requirements for calibrating a master meter used in royalty meter provings? ...................... § 250.1202(e)
6. What are the requirements for calibrating mechanical-displacement provers and tank provers? ............... § 250.1202(f)
7. What correction factors must a lessee use when proving meters with a mechanical displacement prover,
tank prover, or master meter?.

§ 250.1202(g)

8. What are the requirements for establishing and applying operating meter factors for liquid hydro-
carbons?.

§ 250.1202(h)

9. Under what circumstances does a liquid hydrocarbon royalty meter need to be taken out of service, and
what must a lessee do?.

§ 250.1202(i)

10. How must a lessee correct gross liquid hydrocarbon volumes to standard conditions? ............................. § 250.1202(j)
11. What are the requirements for liquid hydrocarbon allocation meters? ........................................................ § 250.1202(k)
12. What are the requirements for royalty and inventory tank facilities? ........................................................... § 250.1202(l)
13. To which meters do MMS requirements for gas measurement apply? ....................................................... § 250.1203(a)
14. What are the requirements for measuring gas? ........................................................................................... § 250.1203(b)
15. What are the requirements for gas meter calibrations? ............................................................................... § 250.1203(c)
16. What must a lessee do if a gas meter is out of calibration or malfunctioning? ........................................... § 250.1203(d)
17. What are the requirements when natural gas from a Federal lease is transferred to a gas plant before

royalty determination?.
§ 250.1203(e)

18. What are the requirements for measuring gas lost or used on a lease? .................................................... § 250.1203(f)
19. What are the requirements for the surface commingling of production? ..................................................... § 250.1204(a)
20. What are the requirements for a periodic well test used for allocation? ...................................................... § 250.1204(b)
21. What are the requirements for site security? ............................................................................................... § 250.1205(a)
22. What are the requirements for using seals? ................................................................................................ § 250.1205(b)

[63 FR 26370, May 12, 1998. Redesignated and
amended at 63 FR 29479, 29487, May 29, 1998]

§ 250.1201 Definitions.

Terms not defined in this section
have the meanings given in the appli-
cable chapter of the API MPMS, which

is incorporated by reference in 30 CFR
250.198. Terms used in Subpart L have
the following meaning:

Allocation meter—a meter used to de-
termine the portion of hydrocarbons
attributable to one or more platforms,
leases, units, or wells, in relation to
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